
Wave panel M1



Wave panel M1 Dimensions

Area: 1000x500mm

Thickness: 40mm

Maximum Depth: 32mm

Production

Tool: A
Machining time: 4 min
Ref: WpA40_M1

Application:

Interior Wall Finishing
Thermal Insulation
Acoustic Insulation

APPLICATIONS

EFFECTS

Brick PatternAligned

Frontal view Perspective view



Wave panel L1



Wave panel L1 Dimensions

Area: 1000x500mm

Thickness: 40mm

Maximum Depth: 32mm

Production

Tool: A
Machining time: 3 min
Ref: WpA40_L1

Application:

Interior Wall Finishing
Thermal Insulation
Acoustic Insulation

APPLICATIONS

EFFECTS

Brick Pattern Aligned

Frontal view Perspective view



Wave panel L2



Wave panel L2 Dimensions

Area: 1000x500mm

Thickness: 70mm

Maximum Depth: 56mm

Production

Tool: B
Machining time: 3 min
Ref: WpB70_L2

Application:

Interior Wall Finishing
Thermal Insulation
Acoustic Insulation

APPLICATIONS

EFFECTS

Brick PatternAligned

Facade at ITeCons ( Coimbra, PT) Facade at ITeCons ( Coimbra, PT)



Wave panel S1



Wave panel S1 Dimensions

Area: 1000x500mm

Thickness: 40mm

Maximum Depth: 20mm

Production

Tool: C
Machining time: 5 min
Ref: WpC40_S1

Application:

Interior Wall Finishing
Thermal Insulation
Acoustic Insulation

APPLICATIONS

EFFECTS

Brick PatternAligned

Interior design in Tasquinha Restaurant     
    ( Esmoriz, PT)

Interior design in Tasquinha Restaurant  
    ( Esmoriz, PT)



BarCode panel M1



BarCode panel M1 Dimensions

Area: 1000x500mm

Thickness: 40mm

Maximum Depth: 25mm

Production

Tool: D
Machining time: 4 min
Ref: BCpD40_M1

Application:

Interior Wall Finishing
Thermal Insulation
Acoustic Insulation

APPLICATIONS

EFFECTS

Discontinuous textureContinuous texture

Front view - continuous Front view - discontinuous



Circles panel M1



Circles panel M1 Dimensions

Area: 1000x500mm

Thickness: 40mm

Maximum Depth: 25mm

Production

Tool: D
Machining time: 5 min
Ref: CpD40_M1

Application:

Interior Wall Finishing
Thermal Insulation
Acoustic Insulation

APPLICATIONS

EFFECTS

Brick PatternAligned

Front view Perspective view



Circles panel L1



Circles panel L1 Dimensions

Area: 1000x500mm

Thickness: 40mm

Maximum Depth: 25mm

Production

Tool: E
Machining time: 5 min
Ref: Cp40_L1

Application:

Interior Wall Finishing
Thermal Insulation
Acoustic Insulation

APPLICATIONS

EFFECTS

Brick Pattern - 45º rotationAligned

Front view - aligned. Front view - 45º rotation.



PointCloud panel M1



PointCloud panel M1 Dimensions

Area: 1000x500mm

Thickness: 40mm

Maximum Depth: 32mm

Production

Tool: A
Machining time: 5 min
Ref: PCpA40_M1

Application:

Interior Wall Finishing
Thermal Insulation
Acoustic Insulation

APPLICATIONS

EFFECTS

Brick PatternAligned

Front view Perspective view


